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is a legally protected trademark and technical patent. All rights reserved.

Dimensions

Single-room decentralised heat recovery unit 

HRU-WALL

Description
HRU-WALL is a single-room decentralized heat recovery unit 
for concealed installation. The unit comes with a ceramic 
heat exchanger which boasts a maximum heat recovery ratio 
of 90% (the nominal heat recovery ratio is η=74.3% as per EN 
13141-8:2011). 
The energy-efficient EC fan changes the running direction 
every 70 seconds to alternate between air supply and 
air exhaust. Low energy consumption and extremely low 
operating noise make this heat recovery unit a recommended 
solution for non-stop operation. The heat recovery unit has 
three speed levels to choose from, depending on the size of 
the area and indoor demands.
HRU-WALL-100-25 provides a sufficient air change level 
in areas up to 19m2. 
HRU-WALL-150-60 provides a sufficient air change level 
in areas up to 45m2. 

Product code example
Product code:  HRU-WALL - 100 - 25

type
diameter
capacity

Type
A

[mm]
B

[mm]
C

[mm]
D

[mm]
E

[mm]

HRU-WALL-100-25 164 46 205 103 209

HRU-WALL-150-60 218 51 252 114 262

Fascia

A B

C D

E

Type
F

(mm)
G

(mm)

HRU-WALL-100-25 270÷510 108

HRU-WALL-150-60 300÷560 158

F

Ø
G
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I recuperatori di calore puntuali AQHR-PRO sono 
ideali per installazione in ambienti singoli quali 
soggiorni e stanze da letto. 
Essi permettono di effettuare il giusto ricambio 
d’aria senza bisogno di aprire le finestre.
L’aria in entrata viene filtrata e con una notevole 
riduzione degli inquinanti indoor.
Installazione semplice e veloce. 

• struttura interna realizzata in ABS di alta qualità 
• filtro anti-polvere lavabile e facilmente 

removibile
• motore EC a bassissimo consumo energetico 
• tubo telescopico adattabile allo spessore della 

parete (fino a 510 mm)
• terminale esterno insonorizzato resistente agli 

agenti atmosferici
• multi-velocità 
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AQHR-PRO

ELIMINA LA MUFFA IN CASA E IN UFFICIO!

SEMPLICITÀ’ DI INSTALLAZIONE E RISPARMIO ENERGETICO

Ambiente più sano e confortevole attraverso il ricambio costante dell’aria!

Queste apparecchiature necessitano solamente di un foro nel muro 
perimetrale e di un semplice collegamento elettrico. 

Una volta installato, il recuperatore di calore migliorerà la classe 
energetica dell’edificio, indispensabile per ottenere la certificazione 
energetica classe A.

STANZA FINO A 
19m2

STANZA FINO A 
45m2

AQHR100PRO AQHR150PRO

m3/h max 10/18/25 m3/h max 20/40/60

W max 1,2/1,7/2,6 W max 1,4/2,3/3,8

T °C max -20° +50° T °C max -20° +50°
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2016 1254/2014

38
dB

ENERGIA · ЕНЕРГИЯ · ΕΝΕΡΓΕΙΑ · ENERGIJA · ENERGY · ENERGIE · ENERGI

 A++

 A+

 A+++

 A++

 A+

 A-80%

 A-60%

 A-40%

 A-20%

60 
m3/h

HRU-WALL-150-60
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Energy class

Single-room decentralized heat recovery unit 

HRU-WALL

Model
Sound 
level
(dB)

Air flow 
rate

(m3/h)

Energy 
class

HRU-WALL-100-25 35 10/18/25 A

HRU-WALL-150-60 38 20/40/60 A

Superbonus 2021, la ventilazione meccanica controllata è agevolabile!


